An integrated approach for modeling three-phase sub-hydropower plants
Renewable Energy, Micro-Hydropower Plant Modeling, Pilot Turbine, Synchronization Generator
Vol. 21, No. 6, pp. 479-487. https://doi.org/10.18280/ejee.210601

The challenges and opportunities for the power transmission grid of Vietnam
Energy Grid, Energy Min, VICH, Vietnam, Renewable Energy
Vol. 21, No. 6, pp. 489-497. https://doi.org/10.18280/ejee.210602

Tuning and location of PS by multistable power system with state feedback control for electrochemical multistable control
Model Analysis, Power System Stability, Electrochemical, Power System Control, Neural Network
Vol. 21, No. 6, pp. 499-507. https://doi.org/10.18280/ejee.210603

A bifurcation deep neural network for electrical motor error prediction under actual conditions
Convolutional Neural Network (CNN), Image Recognition, Machine Learning, Electricity Meter
Vol. 21, No. 6, pp. 508-514. https://doi.org/10.18280/ejee.210604

Design of solar-powered aeration system for shrimp ponds of farmers in Thailand
Oxidation, Protective Relay, ADAMINE, Analysis, The Deep Yodeling
Vol. 21, No. 6, pp. 515-522. https://doi.org/10.18280/ejee.210605

Protection of transmission line based on the security index using generations scheduling algorithm
Loss Contingency, Transmission line Overvoltage, Differentiation Evolution Algorithm, Generation Rescheduling, Security Index
Vol. 21, No. 6, pp. 523-530. https://doi.org/10.18280/ejee.210606

Analysis on dynamic mechanisms of direct-drive permanent magnet synchronous generator based on equivalent stability theory
Direct Drive Permanent Synchronous Generator (D-PSM), China National, Automatic Transfers, Relocation, Electrical Stability
Vol. 21, No. 6, pp. 531-537. https://doi.org/10.18280/ejee.210607

Design of a water-powered aeration system for shrimp ponds of farmers in Thailand
Photovoltaic, Air Pump System, Boost Converter, Life Cycle Cost, Control System, Aquaculture, Biomass Current, Bifacial Output Level
Vol. 21, No. 6, pp. 538-546. https://doi.org/10.18280/ejee.210608

Study of kinematic system for solar tracking of a linear Fresnel plant to reduce end losses
Linear Focus, Reflector, Support, Binomial Movement, Solar Tracking
Vol. 21, No. 6, pp. 547-552. https://doi.org/10.18280/ejee.210609

An approach to manufacture small multipole with thin disk flexure elements
Logic Gate, Multipole, Field Effect Transfer, Mechanics, Manufactured Induced Stress
Vol. 21, No. 6, pp. 563-568. https://doi.org/10.18280/ejee.210610

Wind turbine performance under fluctuating process gradient of load and turbulence on flow
Wind Turbine, Output Power, Turbine Intensity, Sandy Vicinity, Boundary Layer, Thickness
Vol. 21, No. 6, pp. 577-583. https://doi.org/10.18280/ejee.210611

Direct power control of a wind turbine based on doubly fed induction generator
Pulse Width Modulation (PWM), Double Fd Induction Generator (DFIG), Field Oriented Control (FOC), Direct Power Control (DPC)
Vol. 21, No. 6, pp. 599-606. https://doi.org/10.18280/ejee.210612

Integrating learning synchronized control of dual wind turbines based on cross-coupled control
Iterative Learning Control, Synchronization Control, Cross-Coupled Control, Multi-Local Coordination, Converged Electrodynamics
Vol. 21, No. 6, pp. 569-574. https://doi.org/10.18280/ejee.210601

Photovoltaic array configuration under partial shading based on integer link matrix and harmony search
Maximum Power Point Tracking (MPP), Maximum Power Point Tracking (MPPT), Photovoltaic, Harmony Search, Integer Link Matrix
Vol. 21, No. 6, pp. 471-477. https://doi.org/10.18280/ejee.210603

Evaluating the control strategy performance for variable-speed wind turbines using different wind speed models in different load cases under balanced and unbalanced evolutions
Variable Speed Wind Turbine (VSWT), Stiff Permanent Magnet Synchronous Generator (SPMSG), Variable Speed Permanent Wind Turbine Power Tracking (VSWTP), Realistic Wind Model, Random Wind Model, Simulated Unbalanced Excitation
Vol. 21, No. 6, pp. 341-353. https://doi.org/10.18280/ejee.210604

Comparisons using expert system and genetic algorithm bank allocation to corrective voltage level on primary distribution feeder
Power Loss, Power Flow, EPFAP, Deep Fuzzy, Power Flow
Vol. 21, No. 6, pp. 355-359. https://doi.org/10.18280/ejee.210605


<table>
<thead>
<tr>
<th>Authors</th>
<th>Title</th>
<th>Volume, Issue, Pages</th>
<th>DOI</th>
</tr>
</thead>
<tbody>
<tr>
<td>Han, Y.C.</td>
<td>Design of conditioning circuit for weak signal through-casing resistivity logging</td>
<td>19, 3-4, 197-208</td>
<td>10.3166/EJEE.19.197-208</td>
</tr>
<tr>
<td>Shibli, G., Jazayna, S.</td>
<td>Quantification of cable deformation using TDR experiments</td>
<td>19, 3-4, 235-245</td>
<td>10.3166/EJEE.19.235-245</td>
</tr>
<tr>
<td>Adibi, T., Adibi, O., Amrikachi, A.</td>
<td>Investigation on the possibility of stabilizing compressive cooling cycle with a solar absorption cooling cycle in tropical regions of Iran</td>
<td>19, 3-4, 75-89</td>
<td>10.3166/EJEE.19.75-89</td>
</tr>
<tr>
<td>Karan, D.A., Mathur S.R.</td>
<td>MHD stagnation point flow of micropolar fluid past on a vertical plate in the presence of porous medium</td>
<td>19, 3-4, 45-57</td>
<td>10.3166/EJEE.19.45-57</td>
</tr>
<tr>
<td>Tsvet, G.B., Geradz, S.R., Reilly, P.B.</td>
<td>Enhancing the efficiency of a DC-DC converter used for hybrid electrical vehicle and on-road and off-road vehicles</td>
<td>19, 3-4, 75-89</td>
<td>10.3166/EJEE.19.75-89</td>
</tr>
</tbody>
</table>