


Will the future of electric vehicles be powered by accumulators or fuel cells?


Zhu, J., Zheng, W.Z., Xie, L.L., Ren, N., Zhang, Y.X., Zhang, Y.X. (2020). Influence of calcination temperature on the electrochemical performance of Li1.2[Ni0.13Co0.13Mn0.54]0.985Zr0.015O2 as Li-rich cathode material for Li-ion batteries. Journal of New Materials for Electrochemical Systems, Vol. 23, No. 4, pp. 225-230. https://doi.org/10.14447/jnmes.v23i4.a05


37 Ha, K., Bae, H.A., Mahé, M., Hamann, U., Anser, A. 2020. To study the effect of LiMn2O4, graphene, and graphite/polyaniline/carbon nanotubes on electrode materials in the fuel cell, LiMn2O4/graphite composite (60:40) was prepared. Journal of New Materials for Electrochemical Systems, 23, 2, 112-122. 10.14447/jnmes.v23i2.a08


34 Manikandan, K., Kumar, P.R., Muthukumaran, S., Kumar, B.S. 2020. Optimal performance of lithium-ion battery and supercapacitor with a novel control strategy in a DC-DC converter. Journal of New Materials for Electrochemical Systems, 23, 2, 112-122. 10.14447/jnmes.v23i2.a08

33 Ha, K., Bae, H.A., Mahé, M., Hamann, U., Anser, A. 2020. To study the effect of LiMn2O4, graphene, and graphite/polyaniline/carbon nanotubes on electrode materials in the fuel cell, LiMn2O4/graphite composite (60:40) was prepared. Journal of New Materials for Electrochemical Systems, 23, 2, 112-122. 10.14447/jnmes.v23i2.a08


26 Thiripurasidhan, K., Jayaraman, M., Vijayan, V., Ramakrishnan, B. 2020. Tensile testing of Fe-Ni binary alloy as far as their microstructure is concerned. Journal of New Materials for Electrochemical Systems, 23, 1, 45-51. 10.14447/jnmes.v23i1.a06


20 Thiripurasidhan, K., Jayaraman, M., Vijayan, V., Ramakrishnan, B. 2020. Tensile testing of Fe-Ni binary alloy as far as their microstructure is concerned. Journal of New Materials for Electrochemical Systems, 23, 1, 45-51. 10.14447/jnmes.v23i1.a06

Molecularly Imprinted Electrochemical Sensor

Performance Improvement of Electrochemical Sensor with ZnO and Bi2O3 Blocking Layers

Efficient Electrocatalytic Modification Process Parameters as Antimicrobial Property of Metal Matrix Composite AN1705

Facile Synthesis of Pt@PVF-PPy Catalyst and Optimal Performance Evaluation of Energy Battery

Synthesis of ZnS/ZnO core-shell nanostructures on kevlar® fiber.

Synthesis of LiNi0.8Co0.1Mn0.1O2 active material using amorphous carbon coating.

Synthesis of ZnS/ZnO core-shell nanostructures on kevlar® fiber.

Molecularly imprinted electrochemical sensor for determination of salsalate using amorphous carbon coating.

Molecularly imprinted electrochemical sensor for determination of salsalate using amorphous carbon coating.

Molecularly imprinted electrochemical sensor for determination of salsalate using amorphous carbon coating.

Molecularly imprinted electrochemical sensor for determination of salsalate using amorphous carbon coating.

Molecularly imprinted electrochemical sensor for determination of salsalate using amorphous carbon coating.

Molecularly imprinted electrochemical sensor for determination of salsalate using amorphous carbon coating.


